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Electronic Hotel 

Locks 

M01-H01 



MADE OF STAINLESS STEEL 

 
 
"Marco Polo" RFID Card- Mifare 1     

 
Energy Saver—"Marco Polo" Energy saver 
switch (30 amps) activated with Mifare 
card only. 

Marco Polo RFID proximity card hotel lock, aluminum 
reader / lever handle with escutcheon design, Mifare 1 

keycard, European mortise lock case, auto deadbolt, 
with cylinder for emergency metal key override, AAA 

batteries approx. for 1 year operation defends on 
frequency of use. 

 
Software: Windows XP, Windows 7, 
Windows 8 

 

 
 
Card Reader / Issuing Device 

SPECIFICATION  

Capacity Card Number  

Reading Range 

M1 Sensor Frequency 

 

128 Pcs. 

<5cm 

13.56MHZ 

 

  

4 Pcs. AA Alkaline Battery Working Voltage 

125KHZ 
Reader Frequency 

<1S Reading Time 

<15huA Static Current 

<30huA Dynamic Current 

<4.8V, 250 times at least Low Voltage Warning 

-10° - 60°C Working Temparature 

0% - 95% Working Humidity 

Stainless Steel 
Materials 

40mm—60mm available for others Suitable Door Thickness 

H300mm  * W75mm * T18mm Panel Size 

US3 / US4 / US32/ US32D 
10 Years 
14 Months 

Colors 
Lock Use Life 
Battery Life 


